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Allgemeine Hinweise !   

 AC Schnitzer Downpipe – Sportkatalysator 
  

 Wichtige Hinweise ! 

 

Diese Montageanleitung ist unbedingt vor Beginn der Einbauarbeiten zu lesen. AC Schnitzer übernimmt keine Haftung 

für Schäden, die durch unsachgemäßen Einbau entstehen ! 

 

Diese Montageanleitung ist zum Gebrauch durch autorisierte AC Schnitzer Händler bestimmt. 

 

Zielgruppe dieser Montageanleitung ist in jedem Falle, an BMW Fahrzeugen ausgebildetes Fachpersonal, mit ent-

sprechenden Fachkenntnissen. 

 

Alle Abbildungen zeigen LHD Fahrzeuge, bei RHD Fahrzeugen ist sinngemäß oder nach gesonderten Montage-

hinweisen vorzugehen. 

 

Als Hersteller sind wir verpflichtet darauf hinzuweisen, dass jegliche Veränderungen, die Sie am für den öffentlichen 

Verkehr zugelassenen Fahrzeug vornehmen, der Abnahme durch eine Prüfstelle und Eintragung in die Fahrzeug-

papiere bedarf ! 

 

Da die gesetzlichen Bestimmungen von Land zu Land variieren können, bitten wir Sie sich bei den zuständigen  

Behörden zu erkundigen. 

 

 

 Montage 
 
 
Warnung ! Verbrennungsgefahr ! Diese Arbeiten nur an abgekühlter Abgasanlage durchführen ! 
 
 
Alle Arbeiten sind unter Berücksichtigung der geltenden Sicherheitsvorschriften durchzuführen  (z.B. Schutzbrille). 
 
 
AC Schnitzer Sportkatalysator ….nur für Fahrzeuge mit B58B30 Motoren ohne Ottopartikelfilter. 
 

 
 

 
 

 Einbauzeit (1 AW = 5 Minuten) 
 
Die Einbauzeit beträgt 24 AW. 
 
 

 
 
 
 Benötigte Werkzeuge 

   
      - Diverse Steckschlüssel 
      - Diverse Schraubendreher 
      - Diverse Schraubenschlüssel o.ä. 
      - Umschaltratsche mit Verlängerung und diverse Aufstecknüsse 
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Gelieferte Bauteile  

 AC Schnitzer Downpipe – Sportkatalysator 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A   AC Schnitzer Sportkatalysator 
 
B   Dichtung 
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Montageanleitung  

 AC Schnitzer Downpipe – Sportkatalysator 

 Montage des AC Schnitzer Sportkatalysators 

 
 
 
Achtung: Verbrennungsgefahr ! 
Diese Arbeiten nur bei abgekühlter 
Auspuffanlage durchführen ! 
  
 
 
Abb. 1 
Akkustik.- Motorraumabdeckung ausbauen. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Abb. 2 
Kabelleitungen der Lambda.- und Monitorsonde aus 
den Klammern am Hitzeschutzblechs ausclipsen. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Abb. 3 
Steckverbindungen der Lambda Regel.- und  
Monitorsonde entriegeln und trennen. 
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Montageanleitung  

 AC Schnitzer Downpipe – Sportkatalysator 
 Montage..... 

 
 
 
 
 
 
 
Abb. 4 & 5 
Stecker der Lambda Regel.- und Monitorsonde am 
Träger vorsichtig ausclipsen und beide Sonden-
stecker nach unten wegführen. 

 

   
 
 
 
 
 

   Untere Motorraumabschirmung, Unterfahrschutz, 
Verbindungsträger sowie die Zugstreben an der 
Hinterachse ausbauen. 
 
Steckverbindung des Abgasklappenmotors am 
Schalldämpfer entriegeln und lösen. 
 
Abgasanlage mit geeignetem Hilfsmittel abstützen 
und gegen herabfallen sichern. 
   
Komplette Abgasanlage lösen und mit einer Hilfs-
person demontieren. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Abb. 6 & 7 
Vordere Schelle (1) des Serienkatalysators lösen, 
leicht auf weiten und nach vorne schieben.  
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Montageanleitung  

 AC Schnitzer Downpipe – Sportkatalysator 
 Montage..... 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Serienkatalysator mit geeignetem Hilfsmittel ab-
stützen und gegen herabfallen sichern. 
 
 
 
 
 
 
 
 
 
 
Abb. 8 
Beide Befestigungsmuttern (1) der Serienkatalysators 
lösen. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Abb. 9 
Sicherungsklammer (1) am Halter des Serienkataly-
sators nach hinten lösen und Serienkatalysator nach 
unten ausfädeln.  
 
Auf Führung der Kabelleitungen (Lambda.- und 
Monitorsonde) achten. 
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Montageanleitung  

 AC Schnitzer Downpipe – Sportkatalysator 
 Montage..... 

 
 
 
 
Abb. 10 
Serienkatalysator in einen Schraubstock o.ä. ein-
spannen und Lambda.- und Monitorsonde ausbauen. 
 
 
 
 
 
Lambda.- und Monitorsonde am Gewinde leicht ein-
fetten und in den AC Schnitzer Sportkatalysator ein-
bauen. 
 
 
 
 

 
 

AC Schnitzer Sportkatalysator in umgekehrter Rei-
henfolge wieder einbauen. Dichtung erneuern, dazu 
mitgelieferte Dichtung verwenden.  
 
 
Beide Kabelleitungen der Sonden wieder verlegen, 
einclipsen und verriegeln. 
 
 
Abgasanlage in umgekehrter Reihenfolge wieder 
montieren. 
 
 
Untere Motorraumabschirmung, Unterfahrschutz 
Verbindungsträger sowie die Zugstreben an der 
Hinterachse wieder montieren. 
 

 
Akkustik.- Motorraumabdeckung wieder montieren. 

 
 
Komplette Abgasanlage auf ordnungsgemäßen 
Verbau überprüfen. Im kalten und warmen Zustand. 
 
 
 
 
 
 
 
 
 
 

 
Irrtum, Änderung sowie technische Weiterentwicklung 

vorbehalten ! 
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….weiter AC Schnitzer Produkte 

 

 

 

 

 

 

AC Schnitzer Leistungssteigerungen 
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General Notes !   

AC Schnitzer Downpipe – Sports Catalyst 
  

 

 Important Notes ! 
 
These Fitting Instructions must be read in full before beginning installation work. AC Schnitzer bears no liability for 
damage caused by incorrect installation ! 
 
These Fitting Instructions are intended solely for use by authorised AC Schnitzer dealers. 
 
These Fitting Instructions are in all cases directed at professionals trained in BMW vehicles who have the 
corresponding specialist knowledge. 
 
All diagrams show LHD vehicles, for RHD vehicles proceed accordingly or follow separate Fitting Instructions. 
 
As  manufacturer, we are obliged to point out that any changes you make to a vehicle licensed for use on public roads 
require approval by a test centre and registration in the vehicle documents. 
 

     As the legal regulations may vary according to location, please contact the competent authorities for information. 

 

 

 

 

 Fitting 
 
  Warning ! Risk of burns ! Only carry out this work on a cold exhaust system ! 
 
 
  Carry out all work in accordance with applicable safety regulations (e.g. wear safety goggles). 
 
 
  AC Schnitzer sport catalyst ….only for vehicles with B58B30 engine and without petrol particle filter. 

 
 

 
 

 
 

 Fitting Time (1 unit  = 5 minutes) 
 
  The fitting time is 24 units. 
 

 
 
 

 
 

 Tools Required 
   
      - Various spanners 
      - Various screwdrivers 
      - Various wrenches or similar 
      - Reversing ratchet with extension bar and various sockets 
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Components supplied  

 AC Schnitzer Downpipe – Sports Catalyst 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A   AC Schnitzer sports catalyst 
 
B   Seal 
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Fitt ing Instructions  

AC Schnitzer Downpipe – Sports Catalyst 

 Fitting the AC Schnitzer sports catalyst 

 
 
 
Warning ! 
Only carry out this work on a cold exhaust 
system - risk of burns. 
  
 
 
Fig. 1 
Remove acoustic.- engine cover. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 2 
Unclip wires of the lambda control and monitor 
sensor from the clips on the heat shield. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 3 
Unlock the plug connector for lambda control and 
monitor sensor and disconnect the plug connection. 
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Fitt ing Instructions  

 AC Schnitzer Downpipe – Sports Catalyst 
 Fitting..... 

 
 
 
 
 
 
 
Fig. 4 & 5 
Carefully clip out the plug of the lambda control and 
monitor sensor on the carrier and lead both sensor 
plugs downwards. 

 

   
 
 
 
 
 
 
 

   Remove the engine compartment shielding, the 
underfloor protection, connection support and the 
rear axle tie rods. 
 
 
Unlock and release the plug connection of the ex-
haust flap motor on the silencer. 
 
 
Support the exhaust system with a suitable aid and 
secure it against falling down. 
   
 
Solve the complete exhaust system and remove it 
with an assistent. 
 
 
 
 
 
 
 
 
 
 
 
Fig. 6 & 7 
Release front clamp of the standard catalyst (1), 
spread slightly and slide forward.  
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Fitt ing Instructions  

 AC Schnitzer Downpipe – Sports Catalyst 
 Fitting..... 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Support the standard catalyst with a suitable aid and 
secure it against falling down. 
 
 
 
 
 
 
 
 
 
 
Fig. 8 
Solve both fixing nuts (1) of the standard catalyst. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 9 
Release the securing clip (1) on the bracket of the 
standard catalyst to the rear and feed out the stan-
dard catalyst downwards. 
 
Pay attention to the wires of the lambda control and 
monitor sensor. 
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Fitt ing Instructions  

 AC Schnitzer Downpipe – Sports Catalyst 
 Fitting..... 

 
 
 
 
Fig. 10 
Clamp the standard catalyst in a bench vice or similar 
and remove the lambda control and monitor sensor. 
 
 
 
 
 
Lightly grease the lambda control and monitor sensor 
on the thread and install it in the AC Schnitzer sport 
catalyst. 
 
 
 
 
 
 
 
 
Install AC Schnitzer sports catalyst in reverse order.  
Replace the seal and using the seal supplied. 
 
 
Place the wires of the lambda control and monitor 
sensor and clip it in the clip of the head shield.  
 
Connect the plugs of the lambda control and monitor 
sensor and lock it. 
 
 
Refit exhaust system in reverse order. 
 
 
Refit the engine compartment shielding, the under-
floor protection, connection support and the rear axle 
tie rods. 
 

 
Refit the acoustic.- engine cover. 

 
 
Check that the entire exhaust system is correctly 
assembled. Both cold and warm. 
 
 
 
 
 
 
 
 

 
Subject to errors, modifications and technical development ! 
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….further AC Schnitzer products 

 

 

 

 

 

 

AC Schnitzer efficient performance 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


